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Certifications 
Product name: Treon Industrial Node X Ex, model 2211 
 

EU Declaration of Conformity 

 

Hereby, Treon Oy declares that the radio equipment Treon Industrial Node is in compliance with Directive 
2014/53/EU. 
https://www.treon.fi/documentation/ 
 

ATEX/IECEx 
 

 
 

I M1 Ex ia I Ma 
II 1G Ex ia IIC T3 Ga 
II 1 D Ex ia IIIC T200 200°C Da  
-40°C to +85°C | -40°F to +185°F 
 

II 1G Ex ia IIC T4 Ga 
II 1 D Ex ia IIIC T200 135°C Da  
-40°C to +60°C | -40°F to +140°F  
 

 

Compliant with the following standards: 
 

ATEX 
EN IEC 60079-0:2018 
EN 60079-11:2012 
IECEx 
IEC 60079-0:2017 
IEC 60079-11:2011 

 

  

FCC Supplier’s Declaration of Conformity 
Manufacturer: Treon Oy, Visiokatu 1, FIN-33720 Tampere, Finland 
Responsible Party – U.S. Contact Information: 
Treon Inc., 470 Ramona Street, Palo Alto, CA94301, United States 
https://treon.fi/home-usa/ 
Tel. +1 213-269-8876 
FCC Compliance Statement (for products subject to Part 15) 
This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: 
(1) This device may not cause harmful interference, and 
(2) This device must accept any interference received, including interference that may cause undesired operation. 

Canada 

This device complies with Industry Canada license-exempt RSS standard(s). Operation is subject to the following two 
conditions: 
(1) This device may not cause interference, and 
(2) This device must accept any interference, including interference that may cause undesired operation of the device. 

This equipment complies with IC RSS-102 radiation exposure limits set forth for an uncontrolled environment. This equipment 
should be installed and operated with a minimum distance of 20 cm between the radiator and your body. 

Cet appareil est conforme à la(aux) norme(s) RSS sans licence d’Industry Canada. 
Son utilisation est soumise aux deux conditions suivantes: 
(1) Cet appareil ne doit pas causer d’interférences et 
(2) il doit accepter toutes interférences reçues, y compris celles suscepti- bles d’avoir des effets indésirables sur son 
fonctionnement. 

Cet équipement respecte les limites d’exposition aux rayonnements IC RSS-102 définies pour un environnement non contrôlé. Il 
doit être installé et utilisé en maintenant une distance minimum de 20 cm entre le radiateur et votre corps. 
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